BER nn"ls AB Product family: Ara

Measurement of Luminance on exit signs.
Accordingly to european standard EN 1838.

The measurement have taken place in a dark room with a luminance meter corrected for photopic vision V(A), measuring
angle 2°.

ARA1-STS-PN Green areas | Norm mode Batt mode ARA3-PN Green areas | Norm mode Batt mode
enkelsidig (singlesided) F 46,6 46,5| |enkelsidig (singlesided) F 46,6 46,6
inbyggd batteribackup (maintained) G 25,2 24,4| |central batteribackup (centralized)* G 25,2 25,2
White areas | Norm mode Batt mode H 18,8 18,1 White areas | Norm mode Batt mode H 18,8 18,8
A 182,1 180,9 | 21,1 20,5 A 182,1 182,1 | 21,1 21,1
B 150,9 150,1 J 15,9 15 B 150,9 150,9 J 15,9 15,9
C 75,6 K 17,4 16,9 C 75,6 75,6 K 17,4 17,4
D 85,4 L 14,2 13,7 D 85,4 85,4 L 14,2 14,2
E 284,5 M 35,3 34,8 E 284,5 284,5 M 35,3 35,3
Min 75,6 14,2 13,7] [Min 75,6 14,2 14,2
Max 284,5 46,6 46,5] |Max 284,5 46,6 46,6
IAverage 1_55,70 24,}1 % IAverage 1_55,70 24,}1 24&.
ARA1-STS-PNN Green areas | Norm mode Batt mode ARA1-STS-PNN Green areas | Norm mode Batt mode
dubbelsidig sida A (doublesided side A) F 7,5 7,2| |dubbelsidig sida B (doublesided side B) F 7,5 7,2
inbyggd batteribackup (maintained) G 8,9 8,7| |inbyggd batteribackup (maintained) G 8,9 8,7
White areas | Norm mode Batt mode H 9,1 8,8 White areas | Norm mode Batt mode H 9,1 8,8
A 67,6 67,1 | 5,4 5,2 A 67,6 67,1 | 5,4 5,2
B 37,2 36,9 J 6,8 6,5 B 37,2 36,9 J 6,8 6,5
C 47,4 46,6 K 7,6 7,3 C 47,4 46,6 K 7,6 7,3
D 42,4 41,8 L 7,4 7,2 D 42,4 41,8 L 7,4 7,2
E 514 51 M 7.2 6,9 E 514 51 M 7.2 6,9
Min 37,2 36,91 Min 5,4 5,2] [Min 37,2 36,91 Min 5,4 5,2
Max 67,6 67,1)1Max 9,1 8,8] [Max 67,6 67,1)1Max 9,1 8,8
IAverage 49&0 48,68l1Average 7,49 7,23 IAverage 49&0 48,68]]Average 7,49 7&
ARA3-PNN Green areas | Norm mode Batt mode ARA3-PNN Green areas | Norm mode Batt mode
dubbelsidig sida A (doublesided side A) F 7,5 7,5| |dubbelsidig sida B (doublesided side B) F 7,5 7,5
central batteribackup (centralized)* G 8,9 8,9| |central batteribackup (centralized)* G 8,9 8,9
White areas | Norm mode Batt mode H 9,1 9,1 White areas | Norm mode Batt mode H 9,1 9,1
A 67,6 67,6 | 5,4 5,4 A 67,6 67,6 | 5,4 5,4
B 37,2 37,2 J 6,8 6,8 B 37,2 37,2 J 6,8 6,8
C 47,4 47,4 K 7,6 7,6 C 47,4 47,4 K 7,6 7,6
D 42,4 42,4 L 7,4 7,4 D 42,4 42,4 L 7,4 7,4
E 514 514 M 7.2 7,2 E 514 514 M 7.2 72
Min 37,2 5,4 5,4] [Min 37,2 5,4 5,4
Max 67,6 9,1 9,1] |Max 67,6 9,1 9,1
IAverage 49&0 7,49 7,491 IAverage 49&0 7,49 7,49
Notes: * "batt mode" vid centralt batterisystem uppmatt med 230Vac natspanning. ("Batt mode" when centralized system
measured with 230Vac net)
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